
 PO: 5956

Alloy:  1050 Temper : H12 Pieces No.: Product Type:   

CHEMICAL COMPOSITION IN PERCENTAGE PER WEIGHT : 

Si Fe Mn Mg Cr Ti Al

0,1 0,31 0,0045 0,0103 0,004 0,0193 99,52

PALLET NET TENSILE ELONG- BRINELL

 No. WEIGHT STRENGTH ATION HARDNESS

Rm.

KG MP a

31720193 1171 113 11 ----

Date  : 12.12.2017

Metallurgy Technician  : Metallurgy Manager  :

Name  : Name  :

SIGNATURE : SIGNATURE :

Documentation Cycle : Metallurgy Technician - Metallurgy Manager

Distribution :The Original Saved By Metallurgy Department - Copy To The Marketing Sector

FORM NO. 1524/8-2-4/003N8 REV NO.: ( 0) REV. DATE  : 1 / 2 / 2010

The Aluminum Company Of Egypt

Cairo Office 48 / 50 Abdel Khalek Sarwat St.

Tel : [00202] 23904787/23904710  Fax : [00202] 23919623

Rolling Plant – Naghammady

Naghammady Tel : [00202] -0966566935 / 0966566844

Email : rolling@egyptalum.com.eg

EGYPTALUM

MILL TEST CERTIFICATE                       SERIAL NO. (136)

                      ROLLING SECTOR

                      ISSUE NO. : (3)

 - TO BE FILLED BY METALLURGY TECHNICIAN

CAST NO. Cu Zn

CUSTOMER NAME   : A.T.L-ISTEK

ADDRESS                    :

STANDARD                  :
EN485/515/573

EN10204-3.1B

 MELT No. Rp.  0.2

MM

11742804 0,0005 0,0017

PRODUCT SPECIFICATION :

MP a

11742804/1 5*1000*2000 110

IT
E

M

COIL / 
DIMENSION

PROOF

SHEET STRENGTH

HBA5 %

Container No. :

ABD EL BASET SAAD ENG. : MAMDOH  HAMED


